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CAUTION
RISK OF INJURY!  READ ENTIRE MANUAL BEFORE OPERATING!  
THIS MANUAL IS AN IMPORTANT PART OF THE WATER TRAILER

AND MUST REMAIN WITH THIS UNIT!

WATER TRAILER
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OPERATOR'S MANUAL
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imporTanT!

A "DANGER, WARNING or CAUTION" safety warning will used to designate and emphasize Safety Warn-
ings that must be followed when operating this Water Trailer.  Accompanying the safety warnings are "Signal 
Words" which designate the degree or level of hazard seriousness.  The "Signal Words" used in this manual 
are as follows:

DanGer: inDicaTes an imminenTly hazarDous siTuaTion which, if noT avoiDeD, will 
resulT in DeaTh or serious injury.

warninG: inDicaTes a poTenTially hazarDous siTuaTion which, if noT avoiDeD, 
coulD resulT in DeaTh or serious injury.

cauTion: inDicaTes a poTenTially hazarDous siTuaTion which, if noT avoiDeD may 
resulT in minor or moDeraTe injury or DamaGe To The waTer Trailer.

The symbols set below are "Safety Alert Symbols".  These symbols are used to call attention to items or 
procedures that could be dangerous to you or other persons using this equipment.

always proviDe a copy of This manual To anyone usinG This eQuipmenT.  reaD all 
insTrucTions in This manual anD any insTrucTions supplieD by manufacTurers of 
supporTinG eQuipmenT before operaTinG This waTer Trailer anD especially poinT 
ouT The "safeTy warninGs" To prevenT The possibiliTy of personal injury To The 
operaTor. 

inTroDucTion
Congratulations on the purchase of your new Mi-T-M® Water Trailer!  You can be assured your Mi-T-M® 
Water Trailer was constructed with the highest level of precision and accuracy.  Each component has been 
rigorously tested by technicians to ensure the quality, endurance and performance of this Water Trailer.

The contents of this manual are based on the latest product information available at the time of publication. 
The Manufacturer reserves the right to make changes in price, color, materials equipment, specifications or 
models at any time without notice.

Once the unit has been delivered, immediately write in the serial number of your unit in the space provided 
below.

serial number ________________________________

Inspect for signs of obvious or concealed freight damage. If damage does exist, file a claim with the trans-
portation company immediately.  Be sure that all damaged parts are replaced an that the mechanical and 
electrical problems are corrected prior to operation of the unit.  If you require service, contact Mi-T-M® Cus-
tomer Service.

Mi-T-M® Corporation, 8650 Enterprise Drive, Peosta, IA 52068 
563-556-7484 / 800-553-9053 / Fax 563-556-1235 

Monday - Friday 8:00 a.m. - 5:00 p.m. CST

Please have the following information available for all service calls:

�. Model Number
2. Serial Number
3. Date and Place of Purchase
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warning

THE FOLLOwing PagES COnTain OPEraTing inSTrUCTiOnS.

dO nOT aTTEmPT TO TOw yOUr waTEr TraiLEr UnTiL yOU HavE rEad 
and UndErSTOOd aLL SaFETy  PrECaUTiOnS and inSTrUCTiOnS LiSTEd 

in THiS manUaL.

inCOrrECT OPEraTiOn Can CaUSE SEriOUS injUry!!

dO nOT aLTEr Or mOdiFy THiS EqUiPmEnT
in any mannEr!
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before TowinG waTer Trailer:

warninG: Do noT operaTe Trailer unTil This manual has been reaD anD 
unDersTooD.

�. Thoroughly read and understand all instructions before operating this trailer.

2. Make sure that the trailer is properly attached to the tow vehicle, including lights, safety chains, hitch and 
breakaway brake cable.

warninG: risk of serious injury! always aTTach The safeTy chains anD breakaway 
cable To The Tow vehicle. 

3. Check lug bolts for tightness and tires for wear.

�. Adjust hitch height as needed to assure that trailer is level when fully loaded.

warninG: risk of DamaGe anD injury! always assure ThaT The hiTch is aTTacheD To 
The proper size ball.

cauTion: always wear proTecTive cloThinG anD Gloves when workinG wiTh 
chemicals.

5. Wear safety goggles, chemical resistant apron and rubber gloves when handling chemicals.

6. Read and understand the chemical manufacturer's safety guidelines on handling, mixing and application.

while TowinG waTer Trailer:

warninG: risk of fallinG coulD cause serious injury or DeaTh! Do noT allow 
anyone To riDe on Trailer DurinG operaTion.

�. Reduce speed when crossing uneven or rough terrain .

2. Always turn off tow vehicle engine before making adjustments or repairs to an attached trailer.

safeTy precauTions DurinG use

When possible, avoid operating the tow vehicle near ditches, embankments and holes.
Reduce speed when turning, crossing slopes and on rough, slick or muddy surfaces.
Do not permit others to ride.
Operate tow vehicle smoothly - no jerky turns, starts or stops.
Hitch only to the hitch points recommended by the tow vehicle manufacturer.
When tow vehicle is idle, engage brakes and park lock securely.
Tighten lug bolts before transporting the first time and maintain proper torque.
Check lights and wiring daily. Service and replace to maintain proper operation.

afTer use:

�. Inspect trailer for wear or damage.

2. Ensure that all fasteners and fittings are tight.

3. Flush tank and pump with fresh water if chemicals are used. Dispose of flush water using appropriate 
means.

 

•
•
•
•
•
•
•
•

inSTrUCTiOnS
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manufacTurers warranTy informaTion

waTer Trailer owner warranTy policy

EFFECTIvE DATE: MAY �, 20�0

limiTeD warranTy

The Mi-T-M Corporation will repair or replace any part or parts of the water trailer manufactured by Mi-T-M 
Corporation that are found to be defective in material or workmanship or both, under normal use and main-
tenance, free of charge for the period specified below.  Transportation charges on parts submitted for repair 
or replacement under this warranty must be borne by the purchaser.  For warranty service, locate your near-
est Authorized Service Dealer or call �-800-553-9053 to contact Mi-T-M direct.

For products not manufactured by the Warrantor, the Warrantor warrants these products to the extent of the 
warranties of their respective manufacturers.

There is no other expressed warranty, including implied warranties, warranties without limitation, merchant-
ability, performance, or fitness for a particular purpose.  Liability for incidental or consequential damages are 
excluded to the extent exclusion is permitted by law.

Some states or countries do not allow limitations on how long an implied warranty lasts and some states 
or countries do not allow the exclusion or limitation of incidental or consequential damages, so the above 
limitation and exclusion may not apply to you.  This warranty gives you specific legal rights and you may also 
have other rights which vary from state to state and country to country.

warranTy perioD

PRODUCT

WATER TRAILER:   � YEAR

The warranty period begins on the date of purchase by the first retail consumer or commercial end user and 
continues for the period stated above in the “Warranty Period”.  

No warranty registration is necessary to obtain warranty on the Mi-T-M water trailer.  Save your proof of pur-
chase receipt.  If you do not provide proof of the initial purchase date at the time warranty service is request-
ed, the manufacturing date of the product will be used to determine the warranty period.

exclusions

�.  This warranty does not cover parts damaged due to normal wear, misapplication or misuse.

2. Failure to follow recommended operating and maintenance procedures will void warranty.

3. The use of other than Genuine Repair Parts will void warranty.  Parts returned, prepaid to our factory or to 
an Authorized Service Center will be inspected and replaced free of charge if found to be defective and 
subject to warranty.

�. There are no warranties which extend beyond the description of the face hereof.  Under no circumstances shall 
the manufacturer bear any responsibility for the loss of use of the unit, loss of time or rental, inconvenience, 
commercial loss or consequential damages.

If you have any questions regarding your warranty rights and responsibilities you should contact:

Mi-T-M Corporation 
8650 Enterprise Drive 

Peosta, IA 52068 
1-800-553-9053 
www.mitm.com
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Manufactured by Mi-T-M
8650 Enterprise Drive, Peosta IA 52068

563-556-7�8�/ Fax 563-556-�235


